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P1555 - Zgodnosc hamulca przyspiesznika
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tego bigdu jest to, 2o ECU ofrzymal bardzo néski sygnal z cougnika, Usterka nie zostanie wykryta teraT, ade [est przechowywana w pamégcl. Wyczyse kog
B i zhe wiyslapienie ego bledu. Lampka na desce nie 2osials akbywowana proez len bigd.

| Nieprawidiowy sygnat  Zapisane
| Niski sygnal | Zapisane
Zapisane

e ECU hae delected an incansislency betveen the Brake Switch and Accelerator Pedal Position signals, or both pedals have been depreseed simullaneously,.
Check the brake switch and the pedal pesiton sensor for comeet function a5 well as the associated wiring for opens, shorts and weak connections,
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In addition to the standard vehicle diagnostics functions, the software allows diagnosis and repair of and electronic control units (ECUs). It also allows the user to create various sets of parameters. You can create a set of parameters and assign it to a vehicle, making it available for all vehicles of this model. Each set of parameters is a unique table. Each table contains parameters specific to the vehicle
and its configuration (depending on ). For example, a set of parameters related to vehicle controls allows you to define and brakes status. You can also define a set of parameters related to internal infrastructure. This can be something like wipers status or defog status. To configure the set of parameters, you create a new record in a special table called [Vehicle].[Parameters].[Att] by selecting one or
more parameters (via the field on the screen). This adds a new record to the [Vehicle].[Parameters].[Att] table. Each parameter has screens ([_s]) where you can select from one of three scenarios (, , ). In the screens the set of parameters related to internal infrastructure can be configured. Using [Vehicle].[Parameters].[Att], [Vehicle].[Parameters].[Att] data can be used to define the initial values
of the parameters for the vehicle. This data also can be used to define and retrieve set of parameters for a vehicle (for example, sets of parameters for all vehicles of a model or a specific vehicle), which can be used for recovery the vehicle to its manufacturer default values. FiatEcuScan records also a number of faults from the vehicle’s diagnostic history. You can also define a diagnostic task to be
performed on each fault. The diagnostic tasks can be performed on multiple faults at a time via 82157476af
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